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APPENDIX D

HULL

APPENDIX D-I, HABITABILITY
1.  
Habitability Inspections.  Spaces will be inspected for general cleanliness and sanitation; adequacy of lighting and heating, ventilation and air conditioning (HVAC); potable water supply; drainage; electrical safety; general safety; missile hazards; overhead, bulkhead and deck preservation and treatment (e.g., carpet, tile, sheathing); adequacy of general and specialized stowage; and compliance with the flammable removal program.  

2.  General Inspection Criteria.  All ships are inspected to the design standards of reference (p) (implemented in the Shipboard Habitability Design Criteria Manual),  General Specifications for Ships of the U. S. Navy (GENSPECS), Coast Guard and/or American Bureau of Shipping (ABS) standards, or building specifications, as appropriate. 

3.  Except for Acceptance Trials (AT), the Executive Officer or  designated representative should be the primary habitability contact.  All office and common use spaces should be open and ready for inspection, and at least one knowledgeable escort should be provided for each habitability inspector.  On large ships the CMAA or his representative should accompany the inspecting party and have available bolt cutters, a log book and spare locks.  The ship's force or SUPSHIP representative accompanying each inspector should be prepared to provide to the inspector the deficiencies applicable to each space.

4.  INSURV recommends the Executive Officer or designated representative (or SUPSHIP representative in the case of AT) make personal telephone contact with the INSURV senior habitability inspector well in advance of the Trial/Inspection to ensure proper coordination of all aspects of the habitability inspection.

5.  The following information is to be provided to the senior habitability inspector upon arrival:

    a.  A list of all habitability spaces, by name and number, and a proposed itinerary for each habitability inspector which will ensure all habitability spaces are inspected.   Generally, the itinerary should group spaces in top down, fore to aft order but other groupings are acceptable if they facilitate the inspection.  For ships which embark Marines, all Marine spaces should be grouped together.  Tab 1 to Appendix D-I provides information on spaces included in the habitability inspection.

    b.  A completed copy of the habitability questionnaire, provided in Tab 2 to Appendix D-I.

    c.  A location list, by space name and number, of all water coolers and bubblers in non-messing spaces.

    d.  Copies of all applicable habitability related SHIPALTS and AER's. 

    e.  List of all sanitary spaces and their design air flow in cubic feet per minute (CFM).

6.  Keys to habitability spaces, cleaning gear lockers, linen lockers, baggage storage, offices, etc., should be readily available and presented when requested by the inspector.

7.  A lack of DEEP CLEANING is the most detrimental deficiency and can overwhelm an otherwise "high state of material readiness," especially in officer staterooms, CPO berthing and crew berthing.  Field days, especially waxing, painting and laying deck tile or non-skid should not be conducted during the week of INSURV.  Titivation, however, is encouraged.

8.  Be prepared to show origin or proof of compliance with MIL-STD 1623D (SH) (fire performance requirements) for items such as chairs, carpets, draperies and bulkhead sheathing that might be questionable.
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